150 9001:2015 & ISO 14001:2015

150 740642018 & ISO 140672018

150 27001:2022 & ISO 50001:2018
CERTIFIED MANUFACTURER

UPDATE SEDEX, BSCl, WCA, FSC, REACH & RoHS

Masker
Tape Series

A GLOBALLY ORIENTED MANUFACTURER OF SELF-ADHESIVE TAPE



Auto Masker Tape no. MMR
Cloth Masker Tape no.CMR

Kraft Paper Masker Tape no. KMR
PE WARIFU Masker Tape no PMR
Polythene Dust Sheets no.PDS

PMR CMR

MMR: Save time! Pre-taped drop film. Quickly cover a
large area, specially designed for professional painter
or DIY user. Save preparation time.

CMR: Save time! Pre-taped drop film. Quickly cover a
large area, specially designed for professional painter
or DIY user. Save preparation time.

KMR & PMR: Save time! Pre-taped drop film. Quickly
cover a large area, specially designed for professional
painter or DIY user. Save preparationtime.

Polythene Dust Sheets: Paint will not penetrate.
Cleaning: remove excess paint/varnish. Allow to dry
naturally away from direct heat before stoving.

For protecting furniture and carpets while decorating.

eUnroll and apply tape on a clean, Acrylic Resin
dry and smooth surface, and cut fg.‘,;:;}’:;”
to desired length. /T';i‘”‘“f"
eUnfold dropfilm.

eCleaning: remove excess paint
Ivamnish. Allow to dry naturally
away from direct heat before
stoving.

PE Film/Kraft Paper

Items MMR  CMR  KWR PMR  PDS
Masking  Cloth  Masking  PEWarifu

Backing Tape+PE TapetPE TapeiKraft TapetPE  PEFIm
Fim  Fim  Paper Film

Adhesive Acrylic Emulsion Based Adhesive NA

Colors. Natural - Natural gy Green  Clear
Color  Color

Adhesion To Steel (N/In) =6 NA

Tensile Strength (N/In) ~98 NA

Elongation (%) 250 NA

: 50009 20009 0070:10% >0009 0012
WS Film)  (Film)  (Paper) Film)  +10%

@ Tape’s Thickness / Backing Material’s

The tape’s thickness is the
thickness of the base
material and

Adhesive Material’s
Thickness

"0

Tape's
Total Thickness
the self-adhesive.
In product comparisons, - Backing Mater
the thicker products have
stronger stretchability.

@ Adhesive to Steel

When the tape is adhered to stainless steel and it is
pulled back at a 180 degree angle, the peeling
strength is measured. When the figure is big, the

adhesive strength is strong. ~—p Fuling t Back

Stainless Steel
Material Tape

1

(The catalogue shows the figure measured at 180 degrees.)

@ Tensile Strength

This is a measurement of the pulling strength
needed to tear the tape. When the figure is big,
the stregth of the film’s base is strong.

Tape

[
tK
J

]

@ Elongation

This evaluates the tape's capacity to adjust to
rounded surfaces when its length is stretched.
The figure is indicated as a%. For example, in the
case of 50%, 1 m.of tape extends to 1.5 m.

Tape
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@ Structure

Release Paper(Film)
Adhesive
; ;B“""‘g
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